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HIGHEST TDZ ELEV 1202 / 366,5

RESA 240 x 280

SIMPLE APPROACH

LIGHTING SYSTEM

LENGTH 420 m
CWY 60 x 280

RESA 240 x 280

PRECISION APPROACH CAT I

LIGHTING SYSTEM

LENGTH 480 m

CWY 60 x 280

FLASHING LIGHT SYSTEM

PRECISION APPROACH CAT II / III

LIGHTING SYSTEM

CWY 60 x 280

RESA 240 x 280

FLASHING LIGHT SYSTEM

PRECISION APPROACH CAT I

LIGHTING SYSTEM

CWY 60 x 280
RESA 240 x 120

THR ELEV 1202 / 366,5

HIGHEST TDZ ELEV 1181 / 360,0

THR ELEV 1160 / 353,5

HIGHEST TDZ ELEV 1158 / 353,0

THR ELEV 1158 / 353,0

HIGHEST TDZ ELEV 1232 / 375,5
THR ELEV 1232 / 375,5
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MEHT 65,62 ft / 20,0 m
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ACL
1191 ft / 363 m

SAFETY AREA
 Circle - Diameter 51 m

Asphalt / Grass

FATO 2
 50 05 58.19 N  014 16 57.79 E

Elev 1188 / 362
(GUND 151 / 46)

Surface level
Circle - Diameter 38 m

Slope 1,4 %
Asphalt / Grass

White dashed circle
TLOF 2

 50 05 58.19 N  014 16 57.79 E
Elev 1188 / 362
(GUND 151 / 46)

Circle - Diameter 20 m
Slope 1,4 %

Asphalt
Strength min. 20 t

White circle

FATO 1
 50 05 33.26 N  014 17 01.55 E

Elev 1217 / 371
(GUND 151 / 46)

Surface level
Circle - Diameter 29 m

Slope 1,5 %
Asphalt / Grass

White dashed circle
SAFETY AREA

Circle - Diameter 39 m
Asphalt / Grass

Note: Only for the Police
of the CR and HEMS
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RWY 06/24 IN USE
Possible misidentification of TWY D, RWY 12 AND TWY L.
After landing on RWY 06/24 do not vacate via RWY 12 unless explicitly instructed by ATC to do so.
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COMMON HOLDING POINT
FOR RWY 06/24 AND RWY 12

COMMON HOLDING POINT
FOR RWY 06/24 AND RWY 12
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The Stop Bars on TWYs D and F are controlled automatically. Pilots must expect a short delay between the clearance to cross
the active RWY and the consequent Stop Bar switch-off.

TWYs D and F cross the active RWY 12/30
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