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1 LOCAL TRAFFIC REGULATIONS AND RESTRICTIONS

1.1 All users of LKRO are obliged to familiarise themselves with the LKRO Airport Rules
before using the airport; these rules are available in their current form on the website:
www.roudnice-airport.cz

1.2 Flights outside the operating hours of the Providing information to known traffic unit at
Roudnice.

Arrivals and departures before and after the published operating hours of Roudnice
are permitted only after filling in the online form at www.roudnice-airport.cz. Landings
(except emergency and safety landings) without the appropriate permission outside the
operating hours are considered a violation of the flight rules.

1.3 The traffic circuits
- RWY 13 right hand
- RWY 31 left hand

The traffic circuit altitude is 1500 ft / 457 m AMSL.

Pilots are requested to strictly follow the circuit flight path and the circuit altitude - see
VFR-AD-LKRO-VOC.

1.4 Snow clearance is not provided.

1.5 Noise abatement procedures

1.5.1 Avoid villages Dušníky and Kleneč in distance at least 1 km from the village center at
arrival and departure. Flights over Roudnice nad Labem below altitudes 2500 ft / 830
m AGL are prohibited due to noise abatement.

1.5.2 Flights in ATZ only up to 2200 LT. After this time only en-route flights (arrivals and
departures) are allowed.

1.6 Arrivals of aircraft without two-way radio communication are possible only after a
previous agreement with AD operator.

1.7 Arrival/departure of an aircraft with total length greater than or equal to 9 m or with
maximum fuselage width greater than 2 m is permitted only by prior agreement with the
aerodrome operator (to arrange rescue and firefighting services).

1.8 Taxiing allowed only on RWY.

1.9 Requirements for switching on RWY and TWY lights for single arrivals and departures
on request on   +420 605 454 306.

2 ADDITIONAL INFORMATION

2.1 Providing information to known traffic in English language O/R 24HR in advance.

2.2 Customs and immigration clearance

2.2.1 The request shall be submitted to AD operator at least 48 HR in advance and shall
include following information:

- date of flight,
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- estimated time of arrival - departure in UTC,
- AD of departure or AD of arrival,
- registration mark and ACFT type,
- MTOW.

Furthermore name and surname, date of birth and nationality of all persons on a board
are required. A person will not be checked out without this information. Requests with
above mentioned information shall be sent to e-mail odbaveni@aeroklubroudnice.cz.
The application form is available on www.aeroklubroudnice.cz.

2.3 An operation of aeroplane kits is possible northeast from RWY 31/13.

2.4 In selected months, the end of operating hours is limited by civil twilight if it occurs earlier
than the published operating hours. Operating hours may also be adjusted by NOTAM.

3 CHARGES FOR AERODROMES

3.1 Landing charges

Ultralight aircraft 100,00
Aircraft up to 1 t of MTOW 150,00
Aircraft up to 2 t of MTOW 250,00

The rates are with the value added tax.

3.2 Parking charges

Per day 250,00

First three hours free of charge

3.3 Charges for passenger service

Passenger 50,00

3.4 Other

Other charges, RWY lighting prices, fuel, hangarage and other information are listed on the
website: www.roudnice-airport.cz

Chapter end
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