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1 LOCAL TRAFFIC REGULATIONS AND RESTRICTIONS

1.1 Snow clearance is not provided in the winter season.

1.2 It is necessary to get the information about RWY ability after a prolonged rains.

1.3 The traffic circuits

1.3.1 The traffic circuit altitude is 2800 ft / 850 m AMSL.

1.4 Outside of operational hours arrivals are allowed only after previous agreement with the
aerodrome operator (check of movement areas serviceability).

1.5 The road west of THR RWY 10/28 shall be overflown during take-off and landing at least
15 m from the lowest part of the aircraft or towed object.

2 ADDITIONAL INFORMATION

2.1 Providing information to known traffic in Czech language only.

3 CHARGES FOR AERODROMES

3.1 Landing charges

Single-engine aircraft up to 500 kg, glider, ultralight aircraft 50,00
Single-engine aircraft 500 - 2500 kg, per each initiated tonne 100,00
Double-engine aircraft and aircraft over 2500 kg, per each initiated
tonne 200,00

3.2 Parking charges

Out of hangar - each additional hour and each initiated tonne 3,00
Hangar - per each initiated day and tonne 140,00

Out of hangar - first two hours free of charge

3.3 Charges for passenger service

Passenger 50,00
Parachutist per jump 50,00
Parachutist per tandem jump 100,00
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